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5'MEET EXISTING PAVEMENT

OR MIN. OF 5'

PLACE 2" X 6" REDWOOD

HEADER IF MORE THAN 5'

TO EXISTING PAVEMENT,

OTHERWISE CONSTRUCT

MATCH UP BASE &

PAVING TO EXISTING EDGE

OF PAVEMENT

1 SACK SLURRY BACKFILL

AROUND MANHOLES IN

EXISTING STREETS.

SLURRY TO EXTEND FROM

BOTTOM OF EXCAVATION

TO SUBGRADE

PAVING DETAIL

AROUND MANHOLES

PLAN

ITEM

6" OF 3/4" CLASS 2 CRUSHED AGGREGATE BASE

2"x4"x18" STAKES (3 PER SIDE) AT 30" O.C.

AREA TO BE PAVED

2"x6" REDWOOD HEADERS IF REQUIRED BY ENGINEER OR AS DIRECTED

DESCRIPTION

(TYP.)

SEE NOTE 1

NOTES:

1. SLOPE WILL CONFORM TO RIVERSIDE COUNTY ROAD IMPROVEMENTS STANDARDS AND SPECIFICATIONS, OR MEET EXISTING

CONDITIONS AS DIRECTED BY ENGINEER.

2. MATERIALS SHALL BE SELECTED FROM THE APPROVED MATERIALS LIST.

EXISTING

GROUND

MATCH EXISTING CONCRETE

OR A.C. THICKNESS, 2-1/2" A.C. MIN.

MEET EXISTING GROUND

OR PAVEMENT

SECTION A-A

3
0
"
 
O

.
C

.

T
Y

P
.

OD+24"


