
316 SS BLIND

FLANGE

MANIFOLD PER

DTL 1 HEREON

DUCKBILL, FL CHECK VALVE,

WITH SS BACKUP RING,

TIDEFLEX SERIES 35 OR

EQUAL, TYP. OF 2

STAINLESS STEEL JOINT

RESTRAINT, EBAA IRON OR

APPROVED EQUAL

C900 PVC WITH

RESTRAINED JOINTS

CENTER MANIFOLD

PER DETAIL 2 HEREON

PIPE SUPPORT, PER

DETAIL 3 HEREON

TIDEFLEX WF-3 FULL

FACE STYLE CHECK

VALVE, TYP. OF 2

PROVIDE INSULATING FLANGE OR APPROVED

EQUAL BETWEEN TANK NOZZLE  AND SS CROSS

INLET/OUTLET FLANGED NOZZLE PER TANK

MANUFACTURER

TANK WALL

2'-0"

CENTER MANIFOLD

PER DETAIL 2 HEREON

INLET/OUTLET FLANGED NOZZLE

PER TANK MANUFACTURER

TIDEFLEX WF-3 FULL FACE STYLE

CHECK VALVE, TYP. OF 2

PROVIDE INSULATING FLANGE OR APPROVED

EQUAL BETWEEN TANK NOZZLE  AND SS CROSS

PIPE SUPPORT, PER

DETAIL 3 HEREON

C900 PVC WITH

RESTRAINED JOINTS

DUCKBILL, FL CHECK VALVE, WITH

SS BACKUP RING, TIDEFLEX

SERIES 35 OR EQUAL, TYP. OF 2

STAINLESS STEEL JOINT

RESTRAINT, EBAA IRON OR

APPROVED EQUAL

MANIFOLD PER

DTL 1 HEREON

316 SS BLIND

FLANGE

TANK FLOOR

TANK WALL

30°

30°

MANIFOLD SCH 40 TYPE 316

SS, FLANGED PIPE

(2) SERIES 35 W/

RETAINING RINGS

(3) SERIES 35 W/

RETAINING RINGS

MANIFOLD SCH 40 TYPE

316 SS, FLANGED PIPE

NEOPRENE BEARING PAD,

CONTINUOUS AROUND PIPE

WELD STUD ANCHORS

STEEL GUSSET

PLATE, 3 PER

SIDE EXTEND

TO EDGE OF

BOTTOM PLATE

PIPE SUPPORT

TO BE WELDED

TO BOTTOM

BOTTOM PLATE

STEEL BOTTOM

PLATE

CUT AND SHAPE TO

MATCH O.D. OF PIPE

+ PAD THICKNESS

316 SS PIPE STRAP

BOTTOM PLATE

TO BE WELDED

TO RESERVOIR

FLOOR

BOTTOM OF RESERVOIR

316 SS PIPE STRAP
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T-10

TIDEFLEX MIXING SYSTEM

DETAILS

TIDEFLEX MIXING (TMS) ELEVATION

NTS

TIDEFLEX MIXING (TMS) PLAN

NTS

NOTE: SYSTEM TO BE DESIGNED BY TIDEFLEX FOR EACH RESERVOIR APPLICATION


